
 

Opti-Gard™ (OP) 
 

 
Burst Pressure Range in barg(psig) at 15-30C (59-86F) 

Nominal Bore Hastelloy Stainless Steel/Inconel Nickel/Monel 

mm  inch min max min max min max 

25 1 3.5 (50) 70(1015) 3.5 (50) 70(1015) 3.5 (50) 55 (797) 

40 1.5 1.9 (27) 70(1015) 1.9 (27) 70(1015) 1.9 (27) 55 (797) 

50 2 0.9 (13) 60 (870) 1.0 (14) 60 (870) 1.0 (14) 45 (652) 

65 2.5 0.9 (13) 60 (870) 1.0 (14) 60 (870) 1.0 (14) 45 (652) 

80 3 0.5 (7) 50 (725) 0.5 (7) 50 (725) 0.5 (7) 38 (551) 

100 4 0.35 (5) 50 (725) 0.35 (5) 50 (725) 0.35 (5) 38 (551) 

150 6 0.9 (13) 40 (580) 0.9 (13) 40 (580) 0.9 (13) 30 (435) 

200 8 0.9 (13) 30 (435) 0.9 (13) 30 (435) 0.9 (13) 23 (334) 

250 10 0.9 (13) 25 (360) 0.9 (13) 25 (360) 0.9 (13) 19 (276) 

300 12 0.9 (13) 20 (290) 0.9 (13) 20 (290) 0.9 (13) 15 (218) 

350 14 0.9 (13) 18 (261) 0.9 (13) 18 (261) 0.9 (13) 14 (203) 

400 16 0.9 (13) 15 (218) 0.9 (13) 15 (218) 0.9 (13) 11 (160) 

450 18 0.9 (13) 10 (145) 0.9 (13) 10 (145) 0.9 (13) 7.5 (109) 

500 20 0.9 (13) 8 (116) 0.9 (13) 8 (116) 0.9 (13) 6.0 (87) 

600 24 0.9 (13) 6 (87) 0.9 (13) 6 (87) 0.9 (13) 4.5 (65) 

 
 

Performance Tolerance (Zero Manufacturing Design Range) 

Burst Pressure Tolerance Burst Pressure Tolerance 

≤4.48 barg +/- 0.14 barg ≤65 psig +/- 2.0 psig 

>4.48 barg +/- 3% >65 psig +/-3% 

 

 
Free Flow Area / Minimum Net Flow Area (MNFA) 

Nominal Bore Burst Pressure at or Below 8 

barg(116 psig) No Vac Support 

(XXX) 

Burst Pressure Above 8 barg(116 

psig) No Vac Support (XXX) 

mm inch mm2 

 

inch2 

 

mm2 inch2 

25 1 500 0.78 473 0.74 

40 1.5 1090 1.69 1016 1.58 

50 2 1832 2.85 1728 2.69 

65 2.5 2699 4.21 2547 3.97 

80 3 4387 6.84 4203 6.56 

100 4 7070 11.03 6670 10.4 

150 6 15073 23.51 14566 22.71 

200 8 28507 44.46 27226 42.46 

250 10 41931 65.39 41288 64.39 

300 12 61073 95.25 60057 93.67 

350 14 81344 126.87 78119 121.84 

400 16 109623 170.97 - - 

450 18 134543 209.83 - - 

500 20 166338 259.43 - - 

600 24 238562 372.07 - - 

 


