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              PA1/PL1 Bio-Sanitary Pressure Reducing Regulators

      
      
              
          


The Models PA1 and PL1 are stainless steel pressure reducing regulators designed to handle small to mid-capacity flow rates in sanitary biotechnical process piping systems.

These units are capable of control ling outlet pressure to a level between 2 and 140 psig (.13 and 9.6 Barg).



Angle style body with bottom inlet and side outlet.



Unit is cleaned to Cashco Spec. #S-1576. Interior of body polished per ASME BPE 1997 (SFV-4 10 micro-inch Ra finish).

Interior and exterior surfaces are electro-polished. A “non-wetted” guide in the topworks above the diaphragm provides stability at all set points.



Widely applied for processed food production — confectionery, beverages, nutritional supplements and artificial sweeteners.

May also be used in cosmetics production and specialty chemicals.

Would be found supporting fermenters, batching tanks, cookers, autoclaves, dryers and other similar equipment.

Size:

1/2″, 3/4″ (DN15, 20.)
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                PA1 Features:

Clean-in-Place (CIP) Self-Draining with a lock-open feature on the spring chamber area that allows the regulator to be cleaned with 50 psig (3.4 Barg) cleaning solution.

PA1 and PL1 Features:

Adjusting knob for frequent set point changes. All metallic parts are SST.

              

                          
                Applications:

Used in pharmaceutical industry in production of many health care products for both human and animal consumption.

              

                          
                 IOM
 IOM
 Technical Specification
 Technical Specification
              

                          
                
Contact our Process Equipment Team:

Noel Bracken – Tel: 083 0891204

Conor Foley- Tel: 021 461 7206



              

                    

      

    

  





  
    
          

  



				



      
      
        
          
             Need help with finding the right technical solution?

            ASK THE EXPERTS
          

        

      

    

  
  
    
              
          Main Head Office

          Flexachem

Donnybrook Commercial Centre,

Douglas, Cork ( T12 X68Y )

          
            




            VIEW ON GOOGLE MAPS 
          

        

                    
          Via Phone

           021 461 7200
          or alternatively, use our e-mail address:          sales@flexachem.com
        

                    
    
  

 













 Your Name (required)

     

 Your Email (required)

     

 Subject

     

 Your Message

     

 By submitting your details, you agree to the terms of our  privacy policy. 

Please leave this field empty.
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          Get A Quote

          Let us know your process requirements and needs. We know that no-one-size fits all so we are here to assist you!

          CONTACT US
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      Sign Up

For Technical Product Updates

We want to offer you a customized service

with up-to-date information.

Email (required) *
Select list(s) to subscribe toNewsletter sign up list


 Example: Yes, I would like to receive emails from Flexachem. (You can unsubscribe anytime)

Constant Contact Use. Please leave this field blank.


By submitting this form, you are consenting to receive marketing emails from: Flexachem Manufacturing Ltd, Donnybrook Commerical Centre, Cork, http://www.flexachem.com. You can revoke your consent to receive emails at any time by using the SafeUnsubscribe® link, found at the bottom of every email. Emails are serviced by Constant Contact


    

  



















