
			
		
			
					Durco Pumps
	Centrifugal Pump
	End Suction Pump
	Hygienic Centrifugal Pump



	Biotech & Pharma
	Diaphragm Valves
	Aseptconn Products
	Aseptsoft



	Sanitary Ball Valves
	Self Cleaning Ball Valves
	Valtek GS Control Valve



	Sanitary Mechanical Seal
	Single Mechanical Seal
	Double Mechanical Seal



	Ultratab
	PRG Standard Magnetic Drive Agitator



	3V Tech
	Nutsche Pressure Filtration
	Vacuum Drying




			

		

	

	



	


	
		
			
				
					
						
							




						
					

					
						
							

		
		


						

					

					
						
							
																	
																			

																									Donnybrook Commercial Centre, 
Douglas, Cork, Ireland																									View on map
															

							
																	
																			

																									+353 (0)21 461 7200
																									sales@flexachem.com
															




																	GET IN TOUCH
								
																	

								
						

					

				

			

		

		
			
				
					

						
							
								




							
							
								
									
									
									
									
								

							

						

					

				

							
									Home
	Products
	Mechanical Seal
		Mechanical Seal Agitator
	Mechanical Seal Pumps
	Sanitary Mechanical Seal
	Seal Support Systems
	Seal Accessories
	Biotech and Pharma
	AseptSoft
	Aseptconn Products



	Pumps
		Centrifugal Pump
	Low Shear Pump
	Magnetic Drive Pump
	Multistage Pump
	Positive Displacement Pump
			Progressive Cavity Pump
	Diaphragm Pump
	Rotary Lobe Pump
	Screw Pump



	Sanitary Pump
	Self Priming Pump
	Side Channel Pump
	Sump Pump
	Pump Accessories



	Valves
		Actuation Valve
	Ball Valve
	Butterfly Valve
	Check Valve
	Control Valve
	Diaphragm Valve
	Diverter Valve
	Globe Valve
	Mixproof Valve
	Multiport Valve
	Pinch Valve
	Powder Valve
	Plug Valve
	Sampling Valve
	Steam Valve



	Process Equipment
		Tank Venting
			Blanketing Valve
	Conservation Vent
	Flame Arrestor
	Pressure Relief Valve
	Rupture Disc
	Safety Valve
	WWTP & Anaerobic Digesters



	Mixing Technology
			Agitator
	Colloid Mill
	Evaporator
	Filter Dryer
	Glass Lined Reactor
	Heat Exchanger
	Homogenizer
	Industrial Blender
	Pipeline Mixer
	Static Mixer



	Tank & Pipeline Ancillaries
			CIP Skids
	Production Skids
	Pipeline Fittings
	Sight Glasses
	Lechler Spray Nozzle









	Industries
	WWTP and Anaerobic Digesters Support
	Biotech and Pharmaceuticals Support
	Food and Beverage Support
	General Industries support



	Services
	About Us
	Quality
	Datasheets

								
									

		
		


								

							



			
		

	

  
    
      
        
        	Home
	PIN-TECH BUBBLE-TIGHT < 500 PPM PRESSURE RELIEF VENT

        

      

    

  






									

  
    
      

                  
            
              
            
          

              

    



    
              PIN-TECH BUBBLE-TIGHT < 500 PPM PRESSURE RELIEF VENT

      
      
              
          Bubble-Tight <500 ppm Pressure Relief Vents are designed and tested to address concerns about the leakage of fugitive emissions prior

to set point, and parts per million (ppm) emission rates.

PIN-TECH vents are mounted to the vapor space flange connection of a storage tank or vessel. The vents utilize a unique technology that employs a buckling pin to hold the vent piston closed with zero leakage up to the relief set point. The pin is an accurately machined, straight metal rod. It is configured to precisely sense transmitted axial forces that are generated as a result of tank pressure. The force required to buckle the pin is governed by Euler’s Law and is a function of the pin’s metallurgy, length and diameter. An exact buckling force can be determined for any specific pin configuration. When the pressure in the tank reaches the vent set point, the axial force is sufficient to buckle the pin and the vent sealing piston is allowed to move to its full open, relieving position. The pin buckles completely and instantaneously.

Environmental Regulations: PIN-TECH vents provide a means of complying with the stringent VOC emission requirements mandated by the United States Environmental Protection Agency (EPA) outlined in Code of Federal Regulations (40 CFR).

ETV Program Verifies: PIN-TECH Relief Vents Allow “No Detectable Emissions” of Greenhouse Gasses 
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Contact our Process Equipment Team:

Michael Bradley (External) – Mob: 086 047 6178

Internal Team

Ken Killoughy –  Tel: 021 461 7210

Ross O’Donovan – Tel: 021 461 7230

Vicki McGrath – Tel: 021 461 7207

Tel: 021 461 7200                                                                                                                          



              

                    

      

    

  





  
    
          

  



				



      
      
        
          
             Need help with finding the right technical solution?

            ASK THE EXPERTS
          

        

      

    

  
  
    
              
          Main Head Office

          Flexachem

Donnybrook Commercial Centre,

Douglas, Cork ( T12 X68Y )

          
            




            VIEW ON GOOGLE MAPS 
          

        

                    
          Via Phone

           021 461 7200
          or alternatively, use our e-mail address:          sales@flexachem.com
        

                    
    
  

 













 Your Name (required)

     

 Your Email (required)

     

 Subject

     

 Your Message

     

 By submitting your details, you agree to the terms of our  privacy policy. 

Please leave this field empty.
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          Get A Quote

          Let us know your process requirements and needs. We know that no-one-size fits all so we are here to assist you!

          CONTACT US
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      Sign Up

For Technical Product Updates

We want to offer you a customized service

with up-to-date information.

Email (required) *
Select list(s) to subscribe toNewsletter sign up list


 Example: Yes, I would like to receive emails from Flexachem. (You can unsubscribe anytime)

Constant Contact Use. Please leave this field blank.


By submitting this form, you are consenting to receive marketing emails from: Flexachem Manufacturing Ltd, Donnybrook Commerical Centre, Cork, http://www.flexachem.com. You can revoke your consent to receive emails at any time by using the SafeUnsubscribe® link, found at the bottom of every email. Emails are serviced by Constant Contact


    

  



















