DIN Cast Steel Flange Standard—Nenndruck 40
(Nominal Pressure 40 Bar)

DIN Cast Steel Flange Standard—Nenndruck 64
(Nominal Pressure 64 Bar)

NOMINAL PIPE FLANGE, mm BOLTING, mm
BORE, | THICKNESS, [ o sige | _ - Bolt Circle|Number Bolt Hold
mm mm Diameter Thickness Diameter |of Bolts Thread Diameter
10 10 100 20 70 4 M12 14
15 10 105 20 75 4 M12 14
25 10 140 24 100 4 M16 18
32 12 155 24 110 4 M20 23
40 10 170 28 125 4 M20 22
50 10 180 26 135 4 M20 22
65 10 205 26 160 8 M20 22
80 11 215 28 170 8 M20 22
100 12 250 30 200 8 M24 26
125 13 295 34 240 8 M27 30
150 14 345 36 280 8 M30 33
175 15 375 40 310 12 M30 33
200 16 415 42 345 12 M33 36
250 19 470 46 400 12 M33 36
300 21 530 52 460 16 M33 36
350 23 600 56 525 16 M36 39
400 26 670 60 585 16 M39 42
500 31 800 68 705 20 M45 48
600 35 930 76 820 20 M52 56
700 40 1045 84 935 24 M52 56
800 45 1165 92 1050 24 M56 62
900 50 1285 98 1170 28 M56 62
1000 55 1415 108 1290 28 M64 70
1200 64 1665 126 1530 32 M72X6 78

NOMINAL PIPE FLANGE, mm BOLTING, mm
BORE, |THICKNESS, "5 sige : Bolt Circle|Number Bolt Hold
mm mm Diameter Thickness Diameter |of Bolts Thread Diameter
10 6 90 16 60 4 M12 14
15 6 95 16 65 4 M12 14
20 6,5 105 18 75 4 M12 14
25 7 115 18 85 4 M12 14
32 7 140 18 100 4 M16 18
40 75 150 18 110 4 M16 18
50 8 165 20 125 4 M16 18
65 8,5 185 22 145 8 M16 18
80 9 200 24 160 8 M16 18
100 10 235 24 190 8 M20 23
125 11 270 26 220 8 M24 27
150 12 300 28 250 8 M24 27
175 13 350 32 295 12 M27 30
200 14 375 34 320 12 M27 30
250 16 450 38 385 12 M30 33
300 17 515 42 450 16 M30 33
350 19 580 46 510 16 M33 36
400 21 660 50 585 16 M36 39
450 21 685 50 610 20 M36 39
500 21 755 52 670 20 M39 42
600 24 890 60 795 20 M45 48
700 27 995 64 900 24 M45 48
800 30 1140 72 1030 24 M52 56
900 33 1250 76 1140 28 M52 56
1000 36 1360 80 1250 28 M52 56
1200 42 1575 88 1460 32 M56 62
1400 47 1795 98 1680 36 M56 62
1600 54 2025 108 1900 40 M64 70

DIN Cast Steel Flange Standard—Nenndruck 100
(Nominal Pressure 100 Bar)

DIN Standards—DIN Cast Steel Valve Ratings®

NOMINAL PERMISSIBLE WORKING PRESSURE (BAR)
PRESSURE,
(BAR) -10-120°C | 200°C 250°C 300°C 350°C 400°C

16 16 14 13 11 10 8
25 25 22 20 17 16 13
40 40 35 32 28 24 21
64 64 50 45 40 36 32
100 100 80 70 60 56 50
160 160 130 112 96 90 80

250 250 200 175 150 140 125

320 320 250 225 192 180 160

400 400 320 280 240 225 200

1. Hydrostatic test pressure: 1.5 times rating at 20°C.

NOMINAL PIPE FLANGE, mm BOLTING, mm
BORE, |THICKNESS, Outside ; Bplt Number Bolt Hold
mm mm Diameter Thickness .C"Cle of Bolts Thread Diameter
Diameter
10 10 100 20 70 4 M12 14
15 10 105 20 75 M12 14
25 10 140 24 100 4 M16 18
32 12 155 24 110 4 M20 23
40 10 170 28 125 4 M20 22
50 10 195 30 145 4 M24 26
65 11 220 34 170 8 M24 26
80 12 230 36 180 8 M24 26
100 14 265 40 210 8 M27 30
125 16 315 40 250 8 M30 33
150 18 355 44 290 12 M30 33
175 20 385 48 320 12 M30 33
200 21 430 52 360 12 M33 36
250 25 505 60 430 12 M36 39
300 29 585 68 500 16 M39 42
350 32 655 74 560 16 M45 48
400 36 715 78 620 16 M45 48
500 44 870 94 760 20 M52 56
600 51 990 104 875 20 M56 62
700 59 1145 120 1020 24 M64 70




